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Benefits – Pressure Relief Valve SR 6.2

Outlet PressureOutlet Pressure

1

5

3

8

Valve in welded construction

Low weight compared with
others, adapted overall length, 
special materials and 
individual flange standards
possible, short delivery
times

Valve in welded construction

Low weight compared with
others, adapted overall length, 
special materials and 
individual flange standards
possible, short delivery
times 2

Flow-optimised design (CFD)

Minimum flow losses

Flow-optimised design (CFD)

Minimum flow losses 1

Pilot control, closing time and 
response pressure can be
adjusted

Optimal response behaviour, 
gentle closure protecting
the plant

Pilot control, closing time and 
response pressure can be
adjusted

Optimal response behaviour, 
gentle closure protecting
the plant 7

MOD
Manual Opening Device

Function control, bleeding, 
flushing, filling of the valve

MOD
Manual Opening Device

Function control, bleeding, 
flushing, filling of the valve 6

Internal parts, pilot valve, 
piping and operating elements
made of CrNiMo steel, 
painting as per 
DIN ISO 12944 Teil 5 C5-M

High corrosion protection

Internal parts, pilot valve, 
piping and operating elements
made of CrNiMo steel, 
painting as per 
DIN ISO 12944 Teil 5 C5-M

High corrosion protection 3

Inlet PressureInlet Pressure

7

Vacuum-proof

Also suitable for 
free-draining systems

Vacuum-proof

Also suitable for 
free-draining systems 5

Spin-on filter in the pilot
system

Filter replacement is possible
during ongoing operation, 
trouble-free function

Spin-on filter in the pilot
system

Filter replacement is possible
during ongoing operation, 
trouble-free function 8

Earthquake-proof

Can be used worldwide

Earthquake-proof

Can be used worldwide 4

Second pilot valve

Switchable response pressure

Second pilot valve

Switchable response pressure

FLow indicator and/or stroke
sensor

Function monitoring, logging

FLow indicator and/or stroke
sensor

Function monitoring, logging

Option

Balanced cone, customer-
specific KVS value

High seat tightness up to
response pressure, smaller
slop tanks possible, 
independent from
counterpressure

Balanced cone, customer-
specific KVS value

High seat tightness up to
response pressure, smaller
slop tanks possible, 
independent from
counterpressure 9

2

6

4

3

9



SR 6.2/6.0.181.1   I 21/03/2018   I   © 2018 MANKENBERG GmbH

Vorteile – Druckentlastungsventil SR 6.2

HinterdruckHinterdruck

1

5
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8

Ventil als Schweiß-
konstruktion ausgeführt

Im Vergleich geringes 
Gewicht, angepasste 
Baulänge, Sonderwerkstoffe 
und individuelle
Flanschnormen möglich, 
kurze Lieferzeiten

Ventil als Schweiß-
konstruktion ausgeführt

Im Vergleich geringes 
Gewicht, angepasste 
Baulänge, Sonderwerkstoffe 
und individuelle
Flanschnormen möglich, 
kurze Lieferzeiten 2

Strömungsoptimierte Bauform 
(CFD)

Geringste    
Strömungsverluste

Strömungsoptimierte Bauform 
(CFD)

Geringste    
Strömungsverluste

1

Pilotsteuerung, Schließzeit 
und Ansprechdruck einstellbar

Optimales Ansprechverhalten, 
anlagenschonendes 
Schließen

Pilotsteuerung, Schließzeit 
und Ansprechdruck einstellbar

Optimales Ansprechverhalten, 
anlagenschonendes 
Schließen 7

MOD
Manual Opening Device

Funktionskontrolle, Entlüftung, 
Spülung, Befüllung des 
Ventils

MOD
Manual Opening Device

Funktionskontrolle, Entlüftung, 
Spülung, Befüllung des 
Ventils 6

Innenteile, Pilotventil, 
Verrohrung und Bedien-
elemente aus CrNiMo-Stahl, 
Lackierung nach
DIN ISO 12944 Teil 5 C5-M

Hoher Korrosionsschutz

Innenteile, Pilotventil, 
Verrohrung und Bedien-
elemente aus CrNiMo-Stahl, 
Lackierung nach
DIN ISO 12944 Teil 5 C5-M

Hoher Korrosionsschutz 3

VordruckVordruck

7

Vakuumfest

Auch für leerlaufende 
Systeme geeignet

Vakuumfest

Auch für leerlaufende 
Systeme geeignet 5

Wechselfilter im Pilotsystem

Filterwechsel während des 
laufenden Betriebs möglich, 
störungsfreie Funktion

Wechselfilter im Pilotsystem

Filterwechsel während des 
laufenden Betriebs möglich, 
störungsfreie Funktion 8

Erdbebensicher

Weltweit einsetzbar

Erdbebensicher

Weltweit einsetzbar 4
Zweites Pilotventil

Umschaltbarer
Ansprechdruck

Zweites Pilotventil

Umschaltbarer
Ansprechdruck

Strömungsanzeiger und / oder 
Hubsensor

Funktionsüberwachung, 
Protokollierung

Strömungsanzeiger und / oder 
Hubsensor

Funktionsüberwachung, 
Protokollierung

Option

Kegel entlastet, 
kundenspezifischer KVS-Wert

Hohe Sitzdichtheit bis 
Ansprechdruck, kleinere Slop-
Tanks möglich, 
gegendruckunabhängig

Kegel entlastet, 
kundenspezifischer KVS-Wert

Hohe Sitzdichtheit bis 
Ansprechdruck, kleinere Slop-
Tanks möglich, 
gegendruckunabhängig 9
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